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Universal mulcher for hydraulic 
and mechanical applications.

500U

STANDARD EQUIPMENT

Considering the various available options and high level of customization, the final configuration will be specified upon request.

400-500 hp Ø 20 in max

MODEL 500/U - 200 500/U - 225 500/U - 250

Engine (hp) 400-500 400-500 400-500

Flow rate (gal/min) 158-190 158-190 158-190

Pressure (PSI) 3500-5000 3500-5000 3500-5000

Working width (in) 82 91 101

Total width (in) 100 110 119

Weight with C-type rotor (lbs) 7915 8312 8709

Weight with A-type rotor (lbs) 8421 8800 9194

Rotor diameter C/3 (in) 26.8 26.8 26.8

Rotor diameter A/3 (in) 26.4 26.4 26.4

Max shredding diameter (in) 20 20 20

No. teeth type A/3+MH 78+2 88+2 96+2

                   type C/3+C/3/SS 50+2 54+2 60+2

A/3
(standard)

A/3/HD
(option)

K/3
(option)

ROTOR TYPE C

C/3/SS
(side scraper)

MH
(side scraper)

FORESTRY MULCHERS 
FOR SPECIAL VEHICLES 

ROTOR TYPE A

C/3/HD
(option)

C/3
(standard)

NEW NEW

Data refers to machine as standard set-up. Options  may have reflects  on weights and dimensions. The technical data in this catalogue may be altered without prior notice.


